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LOR4-FF work lamps with side mount
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LOR4.39040 1GM 996 134-271 X X X X X X 1

LOR4.39041 1GM 996 134-271 X X X X X X X 1

LOR4.39042 1GM 996 134-371 X X X X X X X 1

LOR4.39050 X X X X X X X 1

LOR4.39051 X X X X X X X X 1

LOR4.39052 X X X X X X X X 1
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1                     2                     4                      8                   16                   32                [lx]

LOR4

Lamp positioning:

10º from the vertical plane

h=2,5m

Illumination

of 1 lux

is sufficient light to read

a newspaper
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IjAByqDIMENSIONS Ij

Work lamps are used to illuminate working space near vehicles,
tractors, slow-movingmachines and any other places where in-
dicated voltage is available.
Mounting: as a freestanding on body panels. They shall be in-
stalled on a vehicle in horizontal position, as left-side or right-
side mounted.
Useful parts while installing:
AMP Faston 250 plug 2-pin - cat. No. A.07138

IjAByq/ADDITIONAL INFORMATION Ij/

104x120x107
H3
70W
12V-24V DC
FF
45°
IP66, IP69K
plastic
black
glass
AMP Faston 250
handle

dimensions:
source of light:

maximum power:
nominal voltage:

optics:
light distribution angle:

IP rating:
housing’s material:
housing’s colour:

lens’ material:
built-in connectors:

other (optional):

TECHNICAL DATA / FEATURES Ij/ IjAByq/


